Graded
flat area

CONSTRUCTION SIGN AND BARRICADE LOCATION DETAILS

Two—ways Two—-Lane Operation with Excavation in
the Median for Culvert and other Excavations

72 the barrier
variable length portable concrete barriers tength \

Length of the excavation
60’ 370’ 210’

60’

Type B-65
f,

D-704-57

Graded
flat area

|

flat area

-/ Closed roadway under construction */'

RIGHT
SHOULDER
CLOSED
500 FT

W21-5bR-48
Post mounted

NOTES:

1. The location

control

is in place.
2. Concrete portable barriers shall be installed when excavation
is within the clear zone and 1 foot or more in depth.

Excavated area

is within a project and the necessary traffic

L = length of attenuation device

ADVANCE WARNING SIGN SPACING

Distance Between Signs
Road Type Min. (ft)
A B C

Urban — Low Speed (30 mph or 150 150 150
Urban — Low Speed (over 30 to 40 mph) 280 280 280
Urban — High Speed (over 40 mph to 50 mph)| 360 360 360
Rural — High Speed (over 50 mph to 65 mph)| 720 720 720
Urban Expressway and Freeway

(55 mph fo 60 mph) 850 1350 2200
Rural Expressway and Freeway

(70 mph fto 75 mph) 1000 1500 2640
Interstate/4-Lane Divided

(Maintenance and Surveying) 750 1000 1500
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Type 1 barricade

Type Il barricade Work area

F | agger
Sign Sequencing arrow panel

Del ineator drum

8 dN

Type A del ineator or
vertical panels back

Tubular markers to back

—
=
= Type 111 barricade
®
A

88888%eee Attenuation Device
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